
EPZ

Use:
Clamping for knife grinding

Features:
■ Pole pitch 3+16 mm

■ Highest clamping force up to 150 N/cm²
■ Electro-permanent magnetic technology with no deformation
    owing to the rise of temperature 

■ Solid top plate with high precision

■ Real magnetic poles

■ Minimum mechanical deformation with solid one-piece housing
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Unit: mm(in)

●  Standard pitch electro-permanent
   magnetic chuck

GRINDING

EPZ-1167

EPZ-16160

EPZ-18160

EPZ-20100

EPZ-20150

EPZ-20180

128 (5.04)

160 (6.30)

180 (7.09)

200 (7.87)

200 (7.87)

200 (7.87) 

665 (26.18)

1600 (62.99)

1600 (62.99)

1000 (39.37)

1500 (59.06)

1800 (70.87)

96 (3.78)

150 (5.91)

150 (5.91)

150 (5.91)

150 (5.91)

150 (5.91)

574 (22.60)

1542 (60.71)

1542 (60.71)

934 (36.77)

1433 (56.42)

1732 (68.19)

21 (083)

30 (1.18)

30 (1.18)

30 (1.18)

30 (1.18)

30 (1.18)

61 kg / 133 lb

285 kg / 626 lb

320 kg / 704 lb

223 kg / 491 lb

333 kg / 734 lb

400 kg / 880 lb
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